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913.01 SCOPE 
 
This specification covers the requirements for the installation of electrical and communication materials to be 
embedded in structures. 
 
 
913.02 REFERENCES 
 
This specification refers to the following standards, specifications, or publications: 
 
Ontario Provincial Standard Specifications, Construction 
 
OPSS 603 Installation of Ducts 
OPSS 616 Footings and Pads for Electrical Equipment 
 
MTO Forms:  
PH-CC-701 Request to Proceed  
PH-CC-702 Notice to Proceed 
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CSA Standards 
 
C22.2 No. 40:17 (R2022) Junction and Pull Boxes 
C22.2 No. 85:14 (R2023) Rigid PVC Boxes and Fittings 
C22.2 No. 211.2:06 (R2021) Rigid PVC (Unplasticized) Conduit 
C22.2 No. 227.1:19 (R2023) Electrical Non-metallic Tubing (Binational Standard With UL 1653) 
 
 
913.05   MATERIALS 
 
913.05.01 Anchorage Assemblies and Hardware 
 
913.05.01.01  General 
 
Anchorage assemblies and hardware shall be according to OPSS 616. 
 
913.05.01.02 Anchor Assembly Struts 
 
Anchor assembly struts shall be according to OPSS 616. 
 
913.05.01.03 Ferrules 
 
Ferrules shall be according to OPSS 616. 
 
913.05.01.04 Studs, Nuts, and Washers 
 
Studs, nuts, and washers shall be according to OPSS 616. 
 
913.05.02 Fish Line 
 
Fish line shall be according to OPSS 603. 
 
913.05.03 Flexible Ducts and Fittings 
 
Flexible ducts and fittings shall be according to Table 1 of OPSS 603.  
 
913.05.04 Junction Boxes and Fittings 
 
Junction boxes and fittings shall be according to CSA C22.2 No. 85. Junction boxes shall have grounded 
galvanized steel treaded covers according to CSA C22.2 No. 40 and the Contract Documents. 
 
913.05.05 Rigid Ducts 
 
Rigid ducts to be embedded shall be according to Table 1 of OPSS 603. 
 
Ducts with a diameter less than 60 mm shall be rigid polyvinyl chloride (PVC) and according to CSA C22.2 
No. 211.2.  The associated cleaner and solvent cement shall be according to the duct manufacturer's 
recommendations. 
 
 
913.07 CONSTRUCTION 
 
913.07.01 Embedded Work in Structure 
 
913.07.01.01 General 
 
All work shall be considered as electrical work. General requirements for electrical work shall be as specified 
in the Contract Documents.  
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All components shall be installed at locations specified in the Contract Documents.  Components shall be 
secured and supported in place so that shifting or deflection of the components does not occur during the 
placing of concrete or under other such loads as may be encountered during construction. 
 
913.07.01.02 Junction Boxes 
 
Junction boxes shall be installed so that the outside faces of the covers are flush with the finished surface of 
the concrete, except for barrier walls.  Junction boxes shall be recessed 50 mm in barrier walls and parapet 
walls as specified in the Contract Documents. 
 
Junction boxes shall be drilled to accept conduit fittings as specified in the Contract Documents.  Ducts and 
conduit fittings shall be connected to junction boxes using appropriate solvent cement. 
 
913.07.01.03  Ducts 
 
Ducts shall be installed using CSA approved fittings, couplings, and accessories for the type of duct used.  
Adapter couplings shall be installed between ducts of dissimilar materials.  Expansion and deflection fitting 
assemblies or wobble joints shall be installed at structural expansion joints. 
 
Expansion and deflection coupling joints shall be according to the Contract Documents and manufacturer’s 
specifications.  Duct to couplings and fittings connections shall be made with a cleaner and solvent cement 
suitable for the type of duct installed. 
 
Ducts ending at vertical concrete faces shall be terminated with fittings as specified in the Contract 
Documents. 
 
Ducts shall be free of debris, water, breakage, and distortion and verified by pulling a mandrel through the 
ducts. 
 
All open ends in ducts shall be plugged with plastic plugs. 
 
913.07.01.04 Fish Line 
 
A fish line shall be installed in all duct systems.  A 1.5 m length of fish line shall be left coiled in each junction 
box and at each duct termination at a concrete face by bringing the fish line out of the duct beside the plastic 
plug. 
 
913.07.01.05 Anchorage Assemblies 
 
Anchorage assemblies shall be installed according to OPSS 616. 
 
913.07.02 Embedded Work in Structure for Other than Owner 
 
The work for embedded work in structure for other than the Owner shall be according to subsection 
Embedded Work in Structure and as specified in the Contract Documents. 
 
When material supplied by others to the Contractor is specified in the Contract Documents, the Contractor 
shall notify the Contract Administrator in writing of the need for the material a minimum of 30 Days in advance 
of the date when the material is required. 
 
913.07.03 QUALITY CONTROL 
 
913.07.03.01 General 
 
The Contract Administrator shall be given at least a 72 hours written notice of when inspections and tests are 
to be performed.  All inspections and tests shall be witnessed by the Contract Administrator. 
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913.07.03.02 Pre-Installation Testing and Inspection 
 
All ducts and junction boxes shall be inspected to ensure that they are as specified in the Contract 
Documents. 
 
All ducts and junction boxes shall be inspected to ensure they are stamped with the appropriate CSA 
designation, strength, and type. During installation, all ducts shall be inspected to ensure they are properly 
coupled or connected to junction boxes, poles, or other devices as specified in the Contract Documents. 
 
913.07.03.03  Proof of Performance Testing and Inspection 
 
All ducts and junction boxes shall be inspected and tested prior to pouring the concrete to ensure that they 
are as specified in the Contract Documents. All ducts shall be tested to ensure that they are free of debris, 
water, breakage, or distortion. 
 
A MTO form PHC-CC-701, Request to Proceed shall be submitted to the Contract Administrator after 
completion of the proof of performance testing and inspection. The concreting operation shall not proceed 
until a MTO form PHC-CC-702, Notice to Proceed has been received from the Contract Administrator. 
 
913.07.04 Management of Excess Material 
 
Management of excess material shall be as specified in the Contract Documents. 
 
 
913.08  QUALITY ASSURANCE 
 
913.08.01   Field Inspection  
 
The Contract Administrator will inspect all installed ducts and junction boxes after completion of the proof of 
performance testing inspection carried out by the Contractor to determine if the completed work contains any 
debris, water, breakage, or distortion and are installed as specified in the Contract Documents. 
 
The Owner’s electrical coordinator may make random inspections of the work. 
 
913.08.02   Acceptance 
 
The acceptance of all ducts and junction boxes shall be as specified in this specification and the Contract 
Documents. 
 
 
913.10 BASIS OF PAYMENT 
 
913.10.01 Embedded Work in Structure (Ministry) – Item 
 Embedded Work in Structure (Bell Canada) – Item 
 Embedded Work in Structure (Utility) – Item 
 Embedded Work in Structure (Utility – 2) – Item 
  
Payment at the Contract price for the above tender item shall be full compensation for all labour, Equipment, 
and Material to do the work. 
 
 


